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Bespoke entry level kit designed specifically for rigid and tractor vehicle types.  This kit includes:

1. CT-SIDE-SCAN-KIT
Full side-scan kit 
with display + 2x 
Flush Sensors and
2x Non-Flush
Sensors

2. CT-LT ALERT 
Timer cut-out
button

3. CT-CAN-M8
Side Scan
Interface (vehicle
2012 or newer)

4. CT-TIMER-CUTOUT
Timer cut-out
button

5. CT-M1-7-AHD KIT
1CH AHD Monitor 
with 5M Cable,
F2F Converter &
Brackets
F2F Converter &
Brackets

6. CT408-AHD
HD Side-View
Cameras

7. SPACER KIT
25mm and 50mm
Spacer Kits

4. STICKER
Blind Spot 
Vehicle Signage
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D V S  S O L U T I O N S

F E AT U R E S  &  S P E C I F I C AT I O N S :

CT-SIDE-SCAN-KIT
• 2 of each sensors
  (Flush/Non-Flush)
• PCB built into sensors
  Splash-proof ECU
• Traffic light display
• DSM scanning technology
• Dual voltage

CT-LT ALERT
• Dual Voltage (12-24 volts)
• Bracket mounted (2 bolt 
  fixing)
• M.I.R.A Tested
• Epoxy sealed for greater 
  durability
• IP6 Rated

CT408-AHD
• DC 12V~24V
• 120°
• 62(L) x 44(H) x 62(W) (mm)
• -20ºC + 70ºC
• 1280 x 720 pixels

CT-M1-7-AHD KIT
• 7-inch digital screen
• Resolution 800 x 480p
• LED Panel in Low Light
• Supports 12V or 24V vehicle    
  battery
• 198(W) x 138(H) x 32(D) mm

 CT-CAN-M8
Side Scan Interface (2012+) 

CT-TIMER-CUTOUT
Six minute timer cut-out, 
IP67 rated. 30(H) x 88(W) x 
47(D) mm

CT-SPACER KIT
65(L) x 50(H) x 55(W) (mm)
65(L) x 25(H) x 55(W) (mm) 

CT-STICKER
Blind Spot Warning Sticker


